PADDLEWHEEL FLOW METER
Measures Liquid Flows

PRODUCT DESCRIPTION

The paddlewheel flow meter offers durability and accuracy in a compact design for
measuring liquid flows from .6 to 33,000 GPM. It is available for pipe sizes from 1/2"
through 14" and provides a pulse output for use with a totalizer, rate indicator, BTU meter
or batch controller.

FEATURES

* 20 to 1 tumdown range

= Acpuracy =1%

= High level outpul signal. Sansor

can be mounted up to 1000 ft.
from display.

= Does not restrict flow
* Minimal pressura drop A through §° mrker wilh fes
= Self-cleaning daesign

* Brass or 316 S5 body

* Delrin paddle (FPYDF optional)

= 34" - 5" meter factony-mounted
in cast iron pipa lea

# Sizes 67 - 147 provided with
steal weld-o-let

= Two-year warranty B* through 14" meler lor weld-o-let
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Name of liquid

Flow Dimensions
OPM Watar nches
Min, - Max. A B
8. 475 4N
1.7 98 190 330
27- M 390 340
40 208 420 380
53. 36 430 378
0. 680 460 386
15 - 1,070 550 420
23 - 1,540 505 4.40
L. 3 40 - 2,700 7.50 480
"//v:ctoa:lliall:;;;',‘\‘“‘ 65 . 4365 BES 485
90 - 8,100 N/A
160 - 1K NIA
250 - 17K NIA
365 - 28K N/A
480 - 33K NA
mmurm-mwmumw
gc' Specily when
pressure (In factory installed pipe tees)
stainless steel tees . .. .. 600 psig
.................. .250 psig
...................... 150 psig
temperature ... ... ... ... ... 250°F
OOOOO LA RN A LR R N .‘S”dm
............... =.5% of mte
LA RS R AR S AR R M EREEE &L 2 +°m
........ .. +5 VDC square wave
BRI S hesesvesrsaesias 15 - 105 hz
Standard cable length . .. ... apiesaena 20 1,

INFORMATION REQUIRED WHEN ORDERING
Materials of construction:

Viscosity

Body (Brass or S8)

Specitic Gravity___
% of solids

Paddie (Delrin or PVDF)
O-ring (Buna-N or viton)

Temperature range

Installation fitting:

Pressure range

J4* - 5" cast iron lee (std)

Flow range

34" - 12" brass or SS tee (opl)

Pipe size and schedule

Tri-Flo Tech, Inc.

3410 E. 14th Street
Los Angeles, CA 90023

(323) 269-7700
sales@triflotech.com
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